
VOX-PS40B
6.5” Full Range 2-way Multitap
Indoor Pendant
Speaker – 70V - 40W

Weatherproof

8 Ohm with 70V Transformer built-in (Taps: 40W / 20W / 10W / 5W)

FEATURES

DESCRIPTION

Optimized dual front ports for enhanced low-frequency response

6.5'' polypropylene woofer with damped cloth surround for tight, controlled bass and clear midrange

The VOX-PS40B is a high-end pendant speaker designed for ceiling suspension 
installations.  A directly-attached 6 feet cable allows the speaker to be suspended 
from high ceiling.  The speaker is easy to repaint so as to meet a wide range of 
design needs.

Wide-dispersion, horn-loaded titanium dome tweeter for crisp, clear high-end and enhanced pattern control

Weather-resistant for use under eves and in semi-enclosed spaces

Includes wire rope hanger assemblyPaintable to blend with surrounding

Black



Average Sensitivity:  89 dB, 1W/1M

Loudspeaker Power Rating:  75W RMS

Maximum Power Rating:  125W @ 8 Ohms

Calculated Output: 88 dB-SPL 1W/1M

Woofer:  6.5” Kevlar Cone

Tweeter:   1” Silk

Magnet Type:  Strontium

Frequency Response:  60Hz ~ 22kHz

Nominal Coverage Angle:  100° Conical

SPECIFICATIONS

© 2020 Voxprime, Inc.
Speci�cations subject to change without notice.

Transformer:  70V (Taps: 40W / 20W / 10W / 5W)

Dimensions:  9.9” (Dia.) x 9.5” (H)

Weight:   6.5 lbs

Color:   Black

Environment:   Indoor/ Protected Outdoor


